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H4 Series Confidence Monitoring Card 
(CMC) 

Introduction 

 

 

 

All the contents on the video wall can be monitored via a single 

monitor by CMC, which is convenient for the operator to detect and 

operate. 

 

Feature 

 

 Support to monitor 80x output signals  

 Up to 4x channel per card, support 4x groups video wall monitoring. 

 Support equal scale mode and full screen mode, can set echo frame 

and background color 

 Support to monitor background image, scrolling text, and input label, 

etc. 

 Output resolution is 1920x1200@60Hz 

 DVI-I interface，VGA signal can be output by DVI-VGA adapter. 

 

 

Parameters 

Type Description 

Physical 
Connector 

24+5 pin DVI-I interfcex4（Output VGA signal via adapter） 

Performance 

Output 

Support to monitor 80x output signals 

per card 

4x groups video wall monitoring per 

card. 

Mode equal scale mode , full screen mode 

Output resolution 1920x1200@60Hz 

Power 40W 

Temperature 0-50℃（Running）、-55～70℃（Store） 

Humidity 10%~80%（Running）、10%~90%（Store） 

Appearance 

Card Type Blade 

N.W. 0.3Kg 

Dimension(cm) 20.3(l)x22.4(w)x2(h) 

 

 


